
FIRESTOP SYSTEM

LINE OF FLOOR
STRUCTURE
ABOVE

DEFLECTION
TRACK SYSTEM

BLANKET TYPE SOUND
ATTENUATION
INSULATION

1 LAYER 5/8" GWB
EACH SIDE OF 3 5/8"
METAL STUDS

RUNNER TRACK

FIRE SEALANT

FLOOR AS OCCURS

FIRESTOP SYSTEM

LINE OF FLOOR
STRUCTURE
ABOVE

DEFLECTION
TRACK SYSTEM

2 1/2" MINERAL WOOL OR
GLASS FIBER IN CAVITY

RUNNER TRACK
FIRE SEALANT

FLOOR AS OCCURS

STRUCTURE-SEAL ALL
GAPS BETWEEN RUNNERS

AND STRUCTURE AIR-TIGHT
WITH FIRE-SAFING

2 LAYERS 5/8" TYPE "X" GWB - SCREW
ATTACHED VERTICALLY TO BOTH SIDES

OF 3 5/8" METAL STUDS

LINE OF CEILING - SEE
ROOM FINISH SCHEDULE
FOR MATERIALS AND
HEIGHT

NOTE: ALL PENETRATIONS IN WALL
MUST BE SEALED AIR-TIGHT

LINE OF FLOOR
STRUCTURE
ABOVE

ACOUSTICAL SEALANT

DEFLECTION
TRACK SYSTEM

SCHEDULED CEILING

1 LAYER 5/8" GWB ON 3
5/8" METAL STUDS

RUNNER TRACK

ACOUSTICAL SEALANT

FLOOR AS OCCURS

BACK WALL
AS OCCURS

4 7/8" 6 1/8"

4 1/4"

2'-0"

LINE OF FLOOR
STRUCTURE
ABOVE
ACOUSTICAL SEALANT

DEFLECTION
TRACK SYSTEM

RUNNER TRACK

ACOUSTICAL SEALANT

FLOOR AS OCCURS

1 LAYER 5/8" GWB ON 3
5/8" METAL STUDS

MINERAL WOOL

LINE OF FLOOR
STRUCTURE

ABOVE
ACOUSTICAL SEALANT

DEFLECTION
TRACK SYSTEM

RUNNER TRACK

ACOUSTICAL SEALANT

1 LAYER 5/8" GWB ON 3
5/8" METAL STUDS

MINERAL WOOL

6

3 5/8" STUD PARTITION

23 5/8" STUD PARTITION
UL DESIGN NO. U465 1 HOUR FIRE RATING
STC RATING: 49

3 3 5/8" STUD PARTITION
UL DESIGN NO. U411 2 HOUR FIRE RATING

5

8 3 5/8" STUD PARTITION
STC RATING: 60

10

11

1

MINERAL WOOL

LINE OF FLOOR
STRUCTURE
ABOVE
ACOUSTICAL SEALANT

DEFLECTION
TRACK SYSTEM

BLANKET TYPE SOUND
ATTENUATION INSULATION

1 LAYER 5/8" GWB EACH SIDE OF
3 5/8" METAL STUDS

RUNNER TRACK

ACOUSTICAL SEALANT

FLOOR AS OCCURS

FIRESTOP SYSTEM

LINE OF FLOOR
STRUCTURE
ABOVE

DEFLECTION
TRACK SYSTEM

RUNNER TRACK

FIRE SEALANT

SLAB EDGE AS OCCURS

STRUCTURE-SEAL ALL
GAPS BETWEEN RUNNERS

AND STRUCTURE AIR-TIGHT
WITH FIRE-SAFING

2 LAYERS 5/8" TYPE "X" GWB

BLANKET TYPE SOUND
ATTENUATION
INSULATION

4 7/8"

7 1/4"

7 5/8"

LINE OF FLOOR
STRUCTURE ABOVE

3"X3"X3/16"X36" LONG
STEEL ANGLE @10'-0" O.C. EACH
SIDE WITH 1/2" DIA. EXPANSION
ANCHORS BY MANSONRY CONTRACTOR

8" NOMINAL CONCRETE
MASONRY UNIT

HORIZONTAL WALL
REINFORCING @16" O.C.

FLOOR AS OCCURS

MINERAL WOOL

SHAFTWALL PARTITION
UL DESIGN NO. U415 2 HOUR FIRE RATING

8" CMU WALL
UL DESIGN NO. U905 2 HOUR FRIE RATING

3 5/8" STUD PARTITION
STC RATING: 45 MIN

FLOOR SLAB

1" THICK GYPSUM SHAFT
LINER (OTHER SIDE) ON 6"
C-H METAL STUDS

6"

DEFLECTION
TRACK SYSTEM

SCHEDULED CEILING

1 LAYER 5/8" GWB ON 2
1/2" METAL STUDS

RUNNER TRACK

ACOUSTICAL SEALANT

BACK WALL AS OCCURS

SLAB EDGE AS OCCURS

LINE OF FLOOR
STRUCTURE ABOVE

2 1/2" STUD PARTITION12

FIRESTOP SYSTEM

LINE OF FLOOR
STRUCTURE
ABOVE

DEFLECTION
TRACK SYSTEM

RUNNER TRACK

FIRE SEALANT

SLAB EDGE AS OCCURS

STRUCTURE-SEAL ALL
GAPS BETWEEN RUNNERS

AND STRUCTURE AIR-TIGHT
WITH FIRE-SAFING

2 LAYERS 5/8" TYPE "X" GWB

BLANKET TYPE SOUND
ATTENUATION
INSULATION

5 1/4"

4" C-H STUD; 5 1/4" OVERALL THICKNESS
UL DESIGN NO. U415 2 HOUR FIRE RATING

FLOOR SLAB

1" THICK GYPSUM SHAFT
LINER (OTHER SIDE) ON
4" C-H METAL STUDS

4

FIRESTOP SYSTEM

LINE OF FLOOR
STRUCTURE
ABOVE

DEFLECTION
TRACK SYSTEM

RUNNER TRACK

FIRE SEALANT

SLAB EDGE AS OCCURS

STRUCTURE-SEAL ALL
GAPS BETWEEN RUNNERS

AND STRUCTURE AIR-TIGHT
WITH FIRE-SAFING

2 LAYERS 5/8" TYPE "X" GWB

BLANKET TYPE SOUND
ATTENUATION
INSULATION

3 3/4"

2 1/2" C-H STUD; 3 3/4" OVERALL THICKNESS
UL DESIGN NO. U415 SYSTEM B
2 HOUR FIRE RATING

FLOOR SLAB

1" THICK GYPSUM SHAFT
LINER (OTHER SIDE) ON
2 1/2" C-H METAL STUDS

13

LINE OF FLOOR
STRUCTURE
ABOVE

DEFLECTION
TRACK SYSTEM

BLANKET TYPE SOUND
ATTENUATION
INSULATION

1 LAYER 5/8" GWB
EACH SIDE OF 3 5/8"
METAL STUDS

RUNNER TRACK

FIRE SEALANT

FLOOR AS OCCURS

4 7/8"

6"

14

SMOKE SEALANT

LINE OF FLOOR
STRUCTURE
ABOVE

DEFLECTION
TRACK SYSTEM

BLANKET TYPE SOUND
ATTENUATION
INSULATION

1 LAYER 5/8" GWB
EACH SIDE OF 3 5/8"
METAL STUDS

RUNNER TRACK

SMOKE SEALANT

FLOOR AS OCCURS

4 7/8"

3 5/8" STUD PARTITION
NOTE: SMOKE SEALANT REQUIRED
AT ALL PENETRATIONS

3 5/8" STUD PARTITION
STC RATING: 45 MIN

7

7 5/8"

LINE OF FLOOR
STRUCTURE ABOVE

3"X3"X3/16"X36" LONG
STEEL ANGLE @10'-0" O.C. EACH
SIDE WITH 1/2" DIA. EXPANSION
ANCHORS BY MANSONRY CONTRACTOR

8" NOMINAL CONCRETE
MASONRY UNIT

HORIZONTAL WALL
REINFORCING @16" O.C.

FLOOR AS OCCURS

8" CMU WALL 9

MINERAL WOOL

LINE OF FLOOR
STRUCTURE
ABOVE
ACOUSTICAL SEALANT

DEFLECTION
TRACK SYSTEM

1 LAYER 5/8" GWB EACH SIDE OF
3 5/8" METAL STUDS

FLOOR AS OCCURS

6"

6" STUD
PLUMBING PARTITION

ACOUSTICAL SEALANT

RUNNER TRACK

15

LINE OF FLOOR
STRUCTURE
ABOVE

DEFLECTION
TRACK SYSTEM

1 LAYER 5/8" GWB

FLOOR AS OCCURS

3 1/8"

2 1/2" STUD PARTITION

2 1/2" METAL STUD FRAMING

RUNNER TRACK

FIRESTOP SYSTEM

MINERAL WOOL

16

1 LAYER 5/8" GWB EACH SIDE OF
3 5/8" METAL STUDS

RUNNER TRACK

FLOOR AS OCCURS

4 7/8"

3 5/8" STUD PARTITION

WOOD CAP; SEE DETAIL 7/AS7-201

6'-0" AFF

LINE OF FLOOR
STRUCTURE
ABOVE
ACOUSTICAL SEALANT

DEFLECTION
TRACK SYSTEM

2 LAYERs 5/8" GWB ON
6" METAL STUDS

RUNNER TRACK

ACOUSTICAL SEALANT

FLOOR AS OCCURS

7 1/4"

6" STUD PARTITION17

18

LINE OF FLOOR
STRUCTURE
ABOVE
DEFLECTION
TRACK SYSTEM

BLANKET TYPE SOUND
ATTENUATION
INSULATION

1 LAYER 5/8" GWB
EACH SIDE OF 3 5/8"
METAL STUDS

RUNNER TRACK

FIRE SEALANT

FLOOR AS OCCURS

7 1/4"

6"

6" STUD PARTITION
STC RATING: 45 MIN

Second Floor
1197' - 6 5/8"

Bridge Floor Plan
1204' - 10 3/4"

STEEL BEAM AND CONCRETE SLAB,
REFER TO STRUCTURAL DRAWINGS

EXTERIOR WALL REFER TO DETAIL 10/AS1-132

EXTERIOR

7"

INTERIOR
(PENTHOUSE SIDE)

2 1/2" METAL  STUD WITH 1 LAYER GWB

STRUCTURAL BRACING; REFER
TO STRUCTURAL DRAWINGS

6.5

Second Floor
1197' - 6 5/8"

Bridge Floor Plan
1204' - 10 3/4"

1' - 0"

STEEL BEAM REFER TO
STRUCTURE DRAWINGS

3/4"

3 1/8"

1/2"

5"

1 HR RATED PARTITION

EOS

F E.7

2 HR RATED PARTITION

HSS 6x6x1/4 POST DOWN
TO SECOND FLOOR

Second Floor
1197' - 6 5/8"

Bridge Floor Plan
1204' - 10 3/4"

4 3/8"

EXTERIOR WALL REFER TO DETAIL 1/AS5-104

3/4"

3 1/8"

1/2"

E.7

5

E.7

3 LAYERS 5/8" GWB

TIE WIRE, NO. 18 SWG
SPACED 24" O.C. ON
SECOND LAYER OF GWB

1 5/8" METAL STUD

NO. 28 MSG GALVANIZED
STEEL

TUBE STEEL

UL DESIGN X528, 2 HR.
ENCLOSURE TO BE FINISHED WITH
JOINT COMPOUND 1/16" THICK.

FOR CONSTRUCTION

u
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PARTITION TYPES AND

INTERIOR WALL SECTIONS

VAPHS UNIVERSITY DRIVE

30

 1 1/2" = 1'-0"
Wall Types

1

 3/4" = 1'-0"
1 Detail - Column 6.5

 3/4" = 1'-0"
2 Detail - Column E.7

 3/4" = 1'-0"
3 Detail - Column E.7 at Penthouse Wall

 1 1/2" = 1'-0"
4 Detail at Penthouse Tube Steel


